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The PPS-110 is a high-precision, long travel linear stage. It is available with piezo 
motor, linear motor, or ballscrew drives. Stainless steel recirculating ball bearings allow 
for smooth motion, and high guiding accuracy for loads up to 25 kg. Closed loop 
encoder resolution of 10 nm is achievable with a high precision digital encoder.

K E Y   F E A T U R E S
Travel range up to 1000 mm 

Recirculating stainless steel ball bearings

Closed loop encoder resolution of 10 nm 

Low pro�le, 40 mm height

Load capacity up to 25 kg

aluminum body, steel bearing
(other materials i.e. stainless steel, titanium, etc. available upon request)

T E C H N I C A L   D A T A
Travel range [mm]

Straightness / Flatness [μm]

Materials

Motor option

Speed, max [mm/s]

Resolution, typical [nm]

Encoder option

Repeatability, bi-directional [nm]

Repeatability, uni-directional [nm]

Pitch [μrad]

Yaw [μrad]

30 35150150 peak
50 continuous 250 60

Load, max

LM-004

Fx [N] Fy [N] Fz [N] Mx [N·m] My [N·m] Mz [N·m] kαx [μrad/N·m] kαy [μrad/N·m]

50 50

O R D E R I N G   I N F O R M A T I O N

Linear Motor (LM-004) .................................. 3D R I V E

100 mm ...............................................................
200 mm ...............................................................
300 mm ...............................................................
500 mm ...............................................................
1000 mm ............................................................
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T R A V E L

Digital (RS-422) ................................................ 3E N C O D E R

None .....................................................................
Mechanical .........................................................

0
1

L I M I T   S W I T C H 

Atmospheric ...................................................... 0E N V I R O N M E N T 
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* all dimensions are in millimeters
* 300mm travel version shown
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Linear Motor

250 (depending on load)

Digital (RS-422)

10

± 100

100

3 3

Travel
100
200
300
500

1000

L
240
340
440
640

1140

100 mm

± 3

± 75

± 75

200 mm

± 4

± 100

± 85

300 mm

± 5

± 125

± 100

500 mm

± 10

± 200

± 200

1000 mm

± 15

± 300

± 300


