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Groundbreaking R&D



TECHNOLOGY

The receiver combines the advantages of homodyne interferometry with the 
benefits of  multi-detector technology. The beam reflected by the sample’s 
rough surface is comprised of many speckles. The multi-speckled signal beam 
is combined with the reference beam and focused on 50 photo-detectors. Each 
detector collects a few speckles and delivers a homodyne signal.

The Quartet was born from a research and development 
grant from NASA and the National Science Foundation.

Each homodyne signal is processed in parallel using a patented signal 
processing architecture. The signal processing is based on a “random 
quadrature” demodulation scheme which takes advantage of the random phase 
distribution inherent to speckle light. The detectors produce a time-varying 
analog voltage that is proportional to the rectified instantaneous surface 
displacement at ultrasonic frequencies.

➔ Not dependent of the laser wavelength: Vis to IR
➔ Fiberized
➔ Inspection on rapidly moving object
➔ High sensitivity on all surface types and materials
➔ Continuous, modulated or long pulse detection laser
➔ Beam chopper option 
     - Reduces material exposure to laser beam

MULTI-PURPOSE
LASER RECEIVER

SPECIFICATIONS

EXAMPLES OF APPLICATIONS 

FEATURES

On-line inspection & quality control 
From the propagation of bulk and surface waves, information about the 
surface and inner specimen can be extracted, allowing for thickness 
monitoring, grain size measurement, surface quality and coatings 
characterization. Quartet robustness allows for on-the-fly measurement.

Ultrasonic monitoring during laser welding
Remote listening of ultrasonic emission (UE) generated by the welding process 
during high-speed laser welding can be used to monitor the welding quality.

In-situ process monitoring
Quartet combined robustness and sensitivity is well suited for monitoring 
during the Additive Manufacturing (AM) process.

CFRP inspection
To ensure their structural integrity, 
composite materials must be 
inspected for defects.
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